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Twin Fan Standard nozzles are similar to 
Standard Flat Fan nozzles but have two outputs 
equally sharing half rate and showing 60% offset 
(30% forward and 30% backward) so to have a 
stronger chemical action onto crop top. Filtration 
should be considered with special attention: it is 
the half of filtration offered by a standard nozzle.

FEATURES
• Spraying angle: 90°
• Made of molded Delrin®, a polymer ensuring high chemical stability 

and an exceptionally long useful life.
• Twin Fan nozzles ensure a good coverage and enhance product 

penetration and settling.
• Twin Fan Standard nozzles have the same rate as Standard Fan 

nozzles but spray smaller drops and therefore ensure improved 
coverage.

• No twin tip is required. They can be fitted into standard tips. 

APPLICATIONS
• To be fitted onto booms spraying pesticides, herbicides and fungicides, 

even onto thin or thinned-out weeds.

DISTRIBUTION

CARATTERISTICHE
• Angolo di trattamento 90°.
• Stampato in Delrin®, materiale con alta stabilità chimica, che 

conferisce eccezionali caratteristiche di durata.
• I Twin Fan offrono una buona copertura, migliorando la penetrazione 

ed il deposito dei prodotti.
• Gli ugelli Twin Fan Standard hanno la stessa portata degli ugelli 

Standard Fan, ma le goccioline sono più piccole e quindi si ottiene 
una copertura migliore.

• Non richiedono una testina doppia. Si inseriscono in testine standard. 

APPLICAZIONI
• Adatto su barre per trattamenti con insetticidi, diserbanti e fungicidi, 

anche su infestanti sottili o diradate.

Gli ugelli Twin Fan Standard hanno le stesse 
caratteristiche degli Standard Flat Fan ma la 
loro portata è divisa al 50% fra le due uscite 
dell’ugello, disassate di 60° (30° avanti e 30° 
indietro) così da ottenere un maggiore deposito 
di sostanze chimiche sulla parte superiore della 
coltura. Occorre fare attenzione alla filtrazione 
che dev’essere calcolata dividendo a metà 
quella di un ugello standard.

DISTRIBUZIONE

Angolo e copertura
Spray angle and coverage

Direzione del trattamento
Spraying direction

Diagramma di distribuzione 
ugello singolo

Single nozzle distribution pattern

Distanza consigliata sulla barra 
Boom spacing

Diagramma di distribuzione su barra
Boom distribution pattern

Cod.
bar l/min

l/ha (spaziatura tra gli ugelli: 50 cm)
l/ha (nozzle spacing: 50 cm)

6 km/h 8 km/h 10 km/h 12 km/h 14 km/h 16 km/h 18 km/h

TFS11002

2 0.65 130 98 78 65 56 49 43
3 0.80 160 120 96 80 69 60 53
4 0.92 184 138 110 92 79 69 61
5 1.03 206 155 124 103 88 77 69

TFS11003

2 0.98 196 147 118 98 84 74 65
3 1.20 240 180 144 120 103 90 80
4 1.39 278 209 167 139 119 104 93
5 1.55 310 233 186 155 133 116 103

TFS11004

2 1.31 262 197 157 131 112 98 87
3 1.60 320 240 192 160 137 120 107
4 1.85 370 278 222 185 159 139 123
5 2.07 414 311 248 207 177 155 138

TFS11005

2 1.63 326 244 196 163 140 122 109
3 2.00 400 300 240 200 171 150 133
4 2.31 462 346 277 231 198 173 154
5 2.58 516 387 310 258 221 193 172


